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an average steam pressure of 30 atmospheres were available at
the Rummelsburg power station. Approximately one third of them was not ILLEGIB
- in use because they could not be repeired for lack of material. The
remaining boilers which were also unreliable were operated on the
basis of a two-year special permission,
ILLEGIB
2, The power plent was in great need of safely ~  and desalting valves
which were producad by the VFL Meesgeraete- unu Armaturemsork Korl
Marx (Schaeffer & Budenberg) (I‘.ationalized Firm for the Production of
Measuring and Control Devices) in lMasielnwo~Puckau, A8 a rule &0
percent of the valves supplied were unusable because they had i
seabs, The material recuired for welding these scabes is in ..ot cages
not available ; 23 a . result thal the valves cracked after being put
into aper'\tionv The tesv.inz of the valves in the mamufacturing firm
was carried out by the cold water nressure system instead of by the
petrolesum pressure method &s required. lioreover, the high-quality,
acid-resisting material needed for the manufacture of desaiting valves
was not available and substitutes had to be used, The loss of
dehydrating and desludging valves was approximately 10 percent.
Faulty valves were not replaced by the manufacturing firm, because
a higher production than originally fixed was not scheduled.

3., There was ualso a bottleneck in bofiler tubes. For example, a 4-meter
long tube with a diameter of 35.8 cm was required for repairing one
cf the bollers., When it turned out that it was nowhere obtainable,
*+wo shorter tubes with different diometers were welded together.
Such provisional messures led to tube damage.
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